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172. Specifications for Bail way Bead-bed. The following specifications cover all the work of building- a road-bed of a railroad including clearing, grading, and all fixed structures which make a part of the road-way with the exception of span bridges. It is the latest form (1902) used by one of the leading and most careful railroad consulting engineers in the country and a past President of the American Society of Civil Engineers. The general stipulations are not included here.
CLEARING AND OKUIWINQ.
The whole width of the right-of-way shall be cleared of all trees, stumps, logs, brush and other perishable matter, and all fences and buildings which come within the limits of the right-of-way shall be removed to or beyond these limits.
Under embankments less than three feet in height, and wherever there is an excavation of any depth, all trees, stumps and brush shall be grubbed out, and under embankments three feet or more in height they .must, be cut. off close to the ground.
All timber on the right-of-way is the property of the Railway Company or of the owners of the land, ami in the latter case may be removed by them within a reasonable time. All timber not so removed shall be cut by the Contractor into such lengths and piled in such manner us may be directed by the Engineer. All stumps, brush and worthless timber are to be burnt up when it can be done with safety; lint in no cast* are tree tops or other rubbish to he thrown onto adjoining land, except with the consent of the land owner.
Clearing shall be paid for by the lump sum or by the acre, the price paid therefor being understood to include all necessary grubbing.
The removal of fences excepting hrdgrs shall he done without charge, and that of buildings at such price as may bo agreed upon or may be fixed by the Kiijuineer in the absence of an agreement.
Hedge fences must be grubbed out within the limits of the right-of-way and completely burned up, for which a price of......per hundred feet will he paid,
OR AH i xo.
General Requirements.—Uwlcr the" head of grading will be included all excavations and embankments needed for the formation of the road bed and for all accessory works, such as foundation pits, new channels for .streams, road crossings and new roads which may be directed by the Engineer.

